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Arize® Greenhouse Pro

The Arize Greenhouse Pro LED lamp enables complete
photoperiod control in a greenhouse.

Photoperiod control allows growers to manage vegetative
growth or rapid flowering throughout the year by extending or
shortening daylength. This lamp will help control plants growth
so the production is ready at the precise time. Choose the Arize
Greenhouse Pro to optimize plant management.

Features

Far red (730nm) content for photoperiodic control
UL damp rated

Uniform light for even coverage

Operating environment: 0°C to +40°C

L90/10,000 hours per TM-21

B-year limited warranty
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Technical Specifications

“ DESCRIPTION LAMP BASE SPECTRUM PACKAGING

93042116 GEHB3010PKF12-1 10 lamps/Box

HMOL/S RpMOL/) WATTAGE/ LAMP RATED LIFE INPUT VOLTAGE RANGE

17.84 1.81 GEHB3010PKF12-1 L90 = 10,000 hours 95-132VAC 50/60Hz
gecurrent.com/brands/arize Page1of1
C u rre nt © 2023 Current Lighting Solutions, LLC. All rights reserved. GE and the GE monogram are trademarks (Rev 02/14/23)
of the General Electric Company and are used under license. Information and specifications subject to HORT109_RO1

change without notice. All values are design or typical values when measured under laboratory conditions.



	Customer Name 56: 
	Page 1: 

	Project Name 20: 
	Page 1: 

	Date 21: 
	Page 1: 

	Type 20: 
	Page 1: 

	Catalog Number 22: 
	Page 1: 



